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Convert 175 cm to feet and inches Cm/m → ft and in


175 cm equals 5.74 feet 
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cm/m → ft and in
ft and in → cm/m
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How to convert meters to feet and inches step-by-step

One meter is a length measurement and equals approximately 3.28 feet. One foot equals 12 inches exactly. If you need to be super precise, you can use one meter = 3.2808398950131 feet. Once this is very close to 3.28 feet, you will almost always want
to use the simpler number to make the math easier. 

Step 1: Convert from meters to feet

1 meter = 3.28 × feet, so,


1.75 × 1 meter = 1.75 × 3.28 feet, or


1.75 meter = 5.74 feet. 

Step 2: Convert the decimal feet to inches

An answer like "
5.74 feet" might not mean much to you because you may want to express the decimal part, which is in feet, in inches once its is a smaller unit.

So, take everything after the decimal point (
0.74), then multiply that by 12 to turn it into inches. This works because one foot = 12 inches. Then,


5.74 feet = 5 feet + 0.74 foot. Once 0.74 foot × 12 = 8.88 inches or 5.74 feet = 5 feet and 8.88 inches. Obviously, this is equivalent to 1.75 meter. 

Step 3: Convert from decimal inches to an usable fraction of inch


The previous step gave you the answer in decimal inches (8.88), but how to measure it in an ruler or tape? See below a procedure, which can also be made using a calculator, to convert the decimal inches to the nearest usable fraction: 

a) Subtract 8, the number of whole inches, from 8.88:
8.88 - 8 = 0.88. This is the fractional part of the inches value.

b) Multiply 0.88 times 16 (it could be 8, 16, 32, 64, ... depending on the exactness you want) to get the number of 16th's inches:
0.88 x 16 = 14.08. This is the number of 16th's of an inch and also the numerator of the fraction which may be still reduced.
 c) Round the result to nearest integer:
round(14.08) = 14
Finally, 1.75 meter = 5 feet and 14/16 of an inch.

As 14/16 is not in the simplest form, it should be reduced to 7/8 in order to get a simpler fraction.
 In short: 1.75 m = 5'8 7/8"(*)

(*) This result may differ from the calculator above because we've assumed that 1 meter equals 3.28 feet instead of 3.2808398950131 feet).




Height conversion chart

You can use this table to find any value in feet, in inches or in feet plus inches when you know the value in centimeters. It is an alternative to the converter above. Here is another version of this  Centimeter to feet and inches table.




Height conversion chart


	cm	ft	in	ft′in″(1/32)	ft′in″(1/16)
	120	3.94	47.24	3′111/4″	3′111/4″
	121	3.97	47.64	3′115/8″	3′115/8″
	122	4	48.03	4′1/32″	4′1/16″
	123	4.04	48.43	4′7/16″	4′7/16″
	124	4.07	48.82	4′13/16″	4′13/16″
	125	4.1	49.21	4′17/32″	4′13/16″
	126	4.13	49.61	4′119/32″	4′15/8″
	127	4.17	50	4′2	4′2
	128	4.2	50.39	4′213/32″	4′23/8″
	129	4.23	50.79	4′225/32″	4′213/16″
	130	4.27	51.18	4′33/16″	4′33/16″
	131	4.3	51.57	4′39/16″	4′39/16″
	132	4.33	51.97	4′331/32″	4′315/16″
	133	4.36	52.36	4′43/8″	4′43/8″
	134	4.4	52.76	4′43/4″	4′43/4″
	135	4.43	53.15	4′55/32″	4′51/8″
	136	4.46	53.54	4′517/32″	4′59/16″
	137	4.49	53.94	4′515/16″	4′515/16″
	138	4.53	54.33	4′611/32″	4′65/16″
	139	4.56	54.72	4′623/32″	4′63/4″
	140	4.59	55.12	4′71/8″	4′71/8″
	141	4.63	55.51	4′71/2″	4′71/2″
	142	4.66	55.91	4′729/32″	4′77/8″
	143	4.69	56.3	4′85/16″	4′85/16″
	144	4.72	56.69	4′811/16″	4′811/16″
	145	4.76	57.09	4′93/32″	4′91/16″
	146	4.79	57.48	4′915/32″	4′91/2″
	147	4.82	57.87	4′97/8″	4′97/8″
	148	4.86	58.27	4′109/32″	4′101/4″
	149	4.89	58.66	4′1021/32″	4′1011/16″
	150	4.92	59.06	4′111/16″	4′111/16″
	151	4.95	59.45	4′117/16″	4′117/16″
	152	4.99	59.84	4′1127/32″	4′1113/16″
	153	5.02	60.24	5′1/4″	5′1/4″
	154	5.05	60.63	5′5/8″	5′5/8″
	155	5.09	61.02	5′11/32″	5′1
	156	5.12	61.42	5′113/32″	5′17/16″
	157	5.15	61.81	5′113/16″	5′113/16″
	158	5.18	62.2	5′27/32″	5′23/16″
	159	5.22	62.6	5′219/32″	5′25/8″
	160	5.25	62.99	5′3	5′3
	161	5.28	63.39	5′33/8″	5′33/8″
	162	5.31	63.78	5′325/32″	5′33/4″
	163	5.35	64.17	5′43/16″	5′43/16″
	164	5.38	64.57	5′49/16″	5′49/16″
	165	5.41	64.96	5′431/32″	5′415/16″
	166	5.45	65.35	5′511/32″	5′53/8″
	167	5.48	65.75	5′53/4″	5′53/4″





	cm	ft	in	ft′in″(1/32)	ft′in″(1/16)
	168	5.51	66.14	5′65/32″	5′61/8″
	169	5.54	66.54	5′617/32″	5′69/16″
	170	5.58	66.93	5′615/16″	5′615/16″
	171	5.61	67.32	5′75/16″	5′75/16″
	172	5.64	67.72	5′723/32″	5′711/16″
	173	5.68	68.11	5′81/8″	5′81/8″
	174	5.71	68.5	5′81/2″	5′81/2″
	175	5.74	68.9	5′829/32″	5′87/8″
	176	5.77	69.29	5′99/32″	5′95/16″
	177	5.81	69.69	5′911/16″	5′911/16″
	178	5.84	70.08	5′103/32″	5′101/16″
	179	5.87	70.47	5′1015/32″	5′101/2″
	180	5.91	70.87	5′107/8″	5′107/8″
	181	5.94	71.26	5′111/4″	5′111/4″
	182	5.97	71.65	5′1121/32″	5′115/8″
	183	6	72.05	6′1/16″	6′1/16″
	184	6.04	72.44	6′7/16″	6′7/16″
	185	6.07	72.83	6′27/32″	6′13/16″
	186	6.1	73.23	6′17/32″	6′11/4″
	187	6.14	73.62	6′15/8″	6′15/8″
	188	6.17	74.02	6′21/32″	6′2
	189	6.2	74.41	6′213/32″	6′27/16″
	190	6.23	74.8	6′213/16″	6′213/16″
	191	6.27	75.2	6′33/16″	6′33/16″
	192	6.3	75.59	6′319/32″	6′39/16″
	193	6.33	75.98	6′331/32″	6′4
	194	6.36	76.38	6′43/8″	6′43/8″
	195	6.4	76.77	6′425/32″	6′43/4″
	196	6.43	77.17	6′55/32″	6′53/16″
	197	6.46	77.56	6′59/16″	6′59/16″
	198	6.5	77.95	6′515/16″	6′515/16″
	199	6.53	78.35	6′611/32″	6′63/8″
	200	6.56	78.74	6′63/4″	6′63/4″
	201	6.59	79.13	6′71/8″	6′71/8″
	202	6.63	79.53	6′717/32″	6′71/2″
	203	6.66	79.92	6′729/32″	6′715/16″
	204	6.69	80.31	6′85/16″	6′85/16″
	205	6.73	80.71	6′823/32″	6′811/16″
	206	6.76	81.1	6′93/32″	6′91/8″
	207	6.79	81.5	6′91/2″	6′91/2″
	208	6.82	81.89	6′97/8″	6′97/8″
	209	6.86	82.28	6′109/32″	6′105/16″
	210	6.89	82.68	6′1011/16″	6′1011/16″
	211	6.92	83.07	6′111/16″	6′111/16″
	212	6.96	83.46	6′1115/32″	6′117/16″
	213	6.99	83.86	6′1127/32″	6′117/8″
	214	7.02	84.25	7′1/4″	7′1/4″
	215	7.05	84.65	7′21/32″	7′5/8″







See also this equivalent fractions chart  version and also our cm to feet and inches calculator with steps.

Excel version

Download the  Excel version of this chart

Word version

Download the Word version of this chart

Pdf version

Download the  printable pdf version of this chart













Sample meter/cm in feet and inches conversions
	1 m to ft and in
	203 cm to ft and inches
	0.55 m to ft and inches


	207 centimeters to ft and inches
	54 centimeters to ft and inches
	119 cm to ft and inches


	40 centimeters to ft and inches
	136 centimeters to ft and in
	167 centimeters to feet and in






 

Disclaimer

While every effort is made to ensure the accuracy of the information provided on this website, neither this website nor its authors are responsible for any errors or omissions. Therefore, the contents of this site are not suitable for any use involving risk to health, finances or property.
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